
[--- COUNCIL COMMUNICATION 

APPROVED -- 
THOMAS A PETERSOP* --Iv 

AGENDA TITLE: Amend Traffic Resolution by Approving Speed Limits on 
Lane between Highway 99 Northbound Ramps and East City L i m i t  

Kettleman 

MEETING DATE: August 7 ,  1991 

PREPARED BY: P u b l i c  Works Director 

RECOMMENDED ACTION: T h a t  the City Council amend the t raf f ic  resolution by approving 
speed limits on Kettleman Lane Between the Highway 99 
Northbound Ramps and the East C i t y  Limit. 

BACKGROUND INFORMATION: Public Works s taf f  has recently updated engineering and 
t r a f f i c  studies f o r  7 s treets .  These studies are performed 
following State of California Department o f  Transportation 
(Caltrans) guidelines i n  accordance w i t h  California Vehicle 

Based on the Vehicle Code Section 40802, i n  order to  use r a d a r  Code Section 40802. 
enforcement, i t  i s  necessary t o  conduct engineering and t raf f ic  studies every five 
years on "non-local" streets. 
s t ree ts  as shown on the Federal Aid System Maps. The engineering and t r a f f i c  
studies include measurement of prevailing speeds by a r ada r  survey, review of 
unexpected conditions t o  the driver and accident d a t a .  
s t ree ts  were previously adopted i n  A u g u s t  1986. 

There are six streets t h a t  have no changes t o  existing speed limits and do not  need 
City Council approval (see Table 1).  
these streets  were mainly based on the 35th percentile speeds observed in the f ield.  

The s t ree t  t h a t  does need City Council's approva l  i s  Kettleman Lane, east of the 
Highway 99 ramps. 

The City has recently awexed additional property, thereby extending the Easterly 
City Limits by approximately 1,130 fee t  on Kettleman Lane. 
on Kettleman Lane west of the Highway 99 ramps was established by Caltriins and is 
posted a t  35 mph. 
established by San Joaquin County w i t h o u t  a formal study f o r  radar enforcement. 
Staff recomends establishing a 40 mph from Beckman Road t o  the east ci ty 'limits. 
This will provide a smooth transition between existing zones. 
of the two r a d a r  speed studies support this  recommendation. 

'%on-?ocaln streets  are the collector and arterial  

The speed limits for  the 6 

The existing speed limits on the majority of 

The existing speed limit 

From Beckman Road easterly, the existing speed limit i s  45 mph as 

The 85th percentile 



Council Communication 
Amend Traffic Resolution for Kettleman Lane 
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Page 2 

Staff requests that Council approve the Kettleman Lane speed limit ind 
Table 1. If Council changes the recommended limits, such changes will 
enforceable. 

n 
radar 

ca ted 
not be 

FUNDING: Fundicg to be provided by the street maintenance account. 

Prepared by Richard C. Prima Jr., Assts ant City Engiceer, and Torn Cartwright, 
Traffic Engineering Assistant 

JLR/TC/cI 1 
Attachment 

cc: Police Chief 
Street Superintendent 
Assistant Civil Engineer-Traffic 
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August 1991 
SPEED ZONE REFffRT - Kettleman Lane 

REFERENCE - Speed zone surveys are performed i n  the City of Lodi 
following State of California Department of Transportation (Cal trans) 
guidelines i n  accordance w i t h  Section 40802(b) of the California Vehicle 
Code. These guidelines are outlined in Chapter 8 of the Caltrans 
Traffic Manuzl. 

Impor tan t  factors t o  consider in determining the speed limit which i s  
most appropriate to  fac i l i t a te  the orderly movement o f  t raff ic and t h a t  
i s  reasonably safe w e  prevailing speeds , unexpected conditions t o  
drivers, and accident records. 

Prevailing Speeds (85th Percentile Speeds) - Reasonable speed limits 
conform t o  the actual behavior of the majority of motorists, and by 
measuring motorists: speeds, one will be able t o  select a speed limit 
t h a t  i s  bo th  reasonable and effective. 
established a t  the f i r s t  five mile per hour increment below the 85th 
percentile speed. bwever, i n  matching existing conditions w i t h  the 
t raf f ic  safety needs of the community, engineering judgement may 
indicate the need for a further reduction of f ive miles per hour. 

Speed limits should normally be 

Two r ada r  surveys were performed and the 85th percentile ranged from 40 
t o  42 mph. 

When roadside development results  i n  t r a f f i c  confl icts  and unusual 
conditions which are not readily apparent to  drivers, speed limits below 
the 85th percentile are  warranted. 
considered: 
superelevation, shoulder conditions, profile condition, intersection 
spacing and offsets ,  commercial driveway characteristics , and pedestrian 
t raf f ic  i n  the roadway without sidewalks. 

There are no unexpected conditions used t o  further reduce the speed 
limit. 

The following factors were 
roadway design speed, safe s t o p p i n g  sight distance, 

Accidents 

Accident records of the two most recent years were considered i n  
determining the speed zones. 
classified by their  accident rate. 
number of accidents occurring w i t h i n  a segnent of rcadway and the 
t raf f ic  volume within t h a t  segment. 
accidents per million vehicle miles (ACC/MVM). 

The accident rate i s  8.8 ACCIMVM. 
accident rate i s  4.'0 ACC/MVM. 

Accidents on segments of roadways are 
Accident rates are determined by the 

Accident rates are shown i n  

The l a t e s t  average city-wide 

SPEEDZ13/TXTW.O2M 
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SPEED ZONE REPORT - Kettleman Lane 
Page 2 

O CONCLUSION - The following posted speed l imits  are appropriate: 

Kettleman Lane Segment 

Highway 99 Ramps - Beckman Road 
Beckman Road - City Limits 

n 

Existing Recommended 

35 mph 35 mph 
45 mph 40 mph 

Kettleman Lane has a posted speed limit o f  35 mph t o  the Highway 99 
northbound ramps. Kettleman Lane west o f  Highway 99 northbound ramps i s  
under the State of California (Caltrans) jurisdict ion.  
segment between Highway 99 ncrthbound ramps and  Beckrran Road is t o  short 
t o  perform a speed survey, the posted speed limit o f  35 inph i s  
appropriate. Based on the 85th percentile speeds observed i n  the f ie ld ,  
a posted speed limit o f  40 mph between Beckman Road and the eas t  c i ty  
limit is  recommended. I t  is  n o t  recommended t o  further reduce the speed 
zones due t o  unexpected conditions and accident data. 
zone atJows a t ransi t ion area between the Caltran's 35 mph speed zone 
and the County's 45 rnph. 

Since the 

The 40 mph speed 

Jack L. Ronsko 
Pgblic Works Director 

JLR/nl 
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August 1991 
SPEED ZONE REPORT - Brandywine Drive 

REFERENCE - Speed zone surveys are performed i n  the City of Lodi 
following State of California Department o f  Transportation (Caltrans) 
guide1 ines i n  accordance w i t h  Section 408G2( b )  o f  the California Vehicle 
Code. These guidelines are outlined i n  Chapter 8 of the Caltrans 
Traffic Manual. 

O STUDY 

Important factors t o  consider i n  determining the speed limit which i s  
most appropriate t o  f ac i l i t a te  the orderly movement of t r a f f i c  a n d  t h a t  
i s  reasonably safe are prevailing speeds, unexpected conditions t o  
drivers, and  accident records. 

Prevailing Speeds (85th Percentile Speeds) - Reasonable speed limits 
conform t o  the actual behavior of the majority of motorists, and by 
measuring motorists' speeds, one will be able t o  select a speed limit 
t h a t  i s  both reasonable and effective. 
established a t  the f i r s t  f ive mile per hour  increment below the 85 th  
percentile speed. However, i n  matching existing conditions w i t h  the 
t r a f f i c  safety needs of the community, engineering judgement may 
indicate the need for a further reduction of five miles per hour. 

Four radar surveys were performed and the 85th  percentile ranged from 34 
t o  37 mph. 

Speed limits should norma?ly be 

Unexpected Conditions 

When roadside development results i n  t r a f f i c  conflicts and unusual 
conditions which are not readily apparent t o  drivers, speed limits below 
the 85th percentile are warranted. 
considered: roadway design speed, safe stopping sight distance, 
superelevation, shoulder conditions, profile condition, intersection 
spacing and offsets ,  commercial driveway characteristics, and pedestrian 
t ra f f i c  i n  the roadway without sidewalks. 

The following factors were 

There are no unexpected conditions used t o  further reduce the speed 
limit. 

Acc i dents 

Accident records of the two most recent gears were considered in 
determining the speed zones. 
classif ied by their  accident rate. 
number of accidents occurring w i t h i n  a segment of roadway and the 
t raf f ic  volume w i t h i n  t h a t  segment. Accident rates are shown i n  
accidents per million vehicle miles (ACC/MVM). 

Accidents on segments of roadways are 
Accident rates are determined by the 

The accident rate i s  1.4 A W M V M .  The la tes t  average city-wide accident 
rate is  4.6 ACC/MVM. 

SPEEDZlO/TXTW.OZM 
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SPEED ZONE REPORT - tr-andywine Drive 
Page 2 

a CONCLUS!OH - The following posted speed l imits are appropriate: 

Rrandywine Drive Segment 

Ham Lane - Hutchins Street 

Posted Speed L i m i  i 

35 rnph 

There are rio changes from the ex is t ins  posted speed limit.  
recommended posted speed i imi t j  are  b-.sed on the 85th percentile speeds 
observed i n  the f i e ld .  I t  i s  n o t  recmended t o  further reduce the 
speed zones due t o  unexpected condi t ims  or accident records. 

The 

Jack L. Ronsko 
Public Works Directo 

JLR/nl 
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August 1991 
SPEED ZONE REPORT - California Street 

REFERENCE - Speed zone surveys are performed in the City of Lodi 
following State of California Gepartment of Transportation (Caftrans) 
guidelines i n  accordance w i t h  Section 40802(b) of the California Vehicle 
Code. These guidelines are outlined i n  Chapter 8 of  the Caltrans 
Traffic Manual. 

O STUDY 

Important factors t o  consider i n  determining the speed limit which i s  
most appropriate t o  f ac i l i t a te  the orderly movement o f  t raff ic and that 
i s  reasonably safe are prevailing speeds, unexpected conditions t o  
drivers, and accident records. 

Prevailing Speeds (85th Percentile Speeds) - Reasonable speed 1 imi t s  
conform t o  the actual behavior of the majoritv of motorists, and by  
measuring motorists' speeds, one will be-able" t o  select a speed limit 
t h a t  i s  both reasonable and effective. 
established a t  the f i r s t  five mile per hour  increment below the 85th 
percentile speed. Howeverg i n  mtching existing conditions with the 
traff ic safety needs of the c o m n i  ty, engineering judgement may 
indicate the need for a further reduction o f  five miles per hour. 

Speed limits should normally be 

S i x  radar surveys were performed and the 85th percentile ranged from 30 
t o  37 mph. 

Unexpected Conditions 

When roadside development results  in t r a f f i c  conflicts and unusual 
conditions which  are not  readily apparent to drivers, speed limits below 
the 85th percentile are warranted. 
considered: 
superelevation, shoulder conditions, profile condition, intersection 
spacing and offsets, comercia? driveway characteristics, and pedestrian 
t r a l i i c  i n  the roadway w i t h o u t  sidewalks. 

The following factors were 
roadway design speed, safe stopping s i g h t  distance, 

There were no unexpected conditions used t o  further reduce the speed 
limit. 

Accidents 

Accident records of the two most recent years were considered in 
determining the speed zones. 
classified by their accident ra te .  
number o f  accidents occurring w i t h i n  a segment of roadway and the 
traff ic volume within that segment. 
accidents per million vehicle miles (ACC/MVM). 

The accident rate i s  10.0 ACC/WM between Lockeford Street and Turner 
Road. 

Accidents on segments of roadways are 
Accident rates are determined by the 

Accident rates are shown in 

The latest  average city-wide accident rate is 4.6 ACC/MVM. 

SPEEDZ07/TXTW. 02M 



SPEED ZONE REPORT - California Street 
Page 2 

O CONCLUSION - The following posted speed limit i s  appropriate: 

California Street Segment 

Lockeford Street-Turner Road 30 mph 

Posted Speed Limit 

There are no changes from the existing posted speed limit. 
the 85th percentile speeds observed i n  the f ield,  the posted speed 
limit could be 30 o r  35 mph. 
and therefore i t  i s  appropriate not to  increase the speed limit. 
no t  recommended t o  further reduce the speed zone. due t o  unexpected 
conditions, 

Based on 

The accident rate i s  higher t h a n  average 
I t  i s  

Jack i. Ronsko 
Public Works Director 

JlR/nl 
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SPEED ZONE REPORT - Eilers Lane 

,- 

August 1991 

O REFERENCE - Speed zone surveys are performed in the City of Lodi 
following State of California Department of Transportation (Cal trans) 
guidelines i n  accordance w i t h  Section 40802(b) o f  the California Vehicle 
Code. These guidelines are outlined i c  Chapter 8 of the Caltrans 
Traffic Manua 1 . 

O STUDY 

Important factors t o  consider i n  determining the speed limit which i s  
most appropriate to fac i l i t a te  the orderly movement of t raf f ic  and t h a t  
is  reasonably safe are prevailing speeds, unexpected conditions t o  
drivers, and accident records. 

Prevailing Speeds (85th Percentile Speeds) - Reasonable speed limits 
conform t o  t h e  actusll behavior o f  the majority of motorists, and by 
measuring motorists’ speeds, one will be able t u  select a speed limit 
t h a t  i s  both reasonable and effective. 
established a t  the f i r s t  f ive mile per hour increment below the 85th 
percentile speed. However, i n  inatching existing conditions with the 
t raf f ic  safety needs of the comuni ty3  engineering judgement may 
indicate the need for a further reduction of five miles 

Speed limits should normally be 

Four radar surveys were performed and the 85th  percenti 
t o  31 mph a s  shown below: 

Unexpected Condi ticns 

When roadside development results  i n  t r a f f i c  conflicts 

per hour .  

e ranged from 29 

nd unusual 
conditions which are- not readily apparent t o  drivers, speed limits below 
the 85th percentile are warranted. 
considered: 
superelevation, shoulder conditions 
spacing and offsets ,  commercial driveway characteristics, and pedestrian 
t raf f ic  i n  t h e  roadway without sidewalks. 

The following factors were 
roadway design speed, safe stopping s i g h t  distance, 

profi le  condition, intersection 

There are no unexpected conditions used t o  further reduce the speed 
lintit. 

Acci denE 

Accident records of the two most recent years were considered i n  
determining the speed zones. 
classified by their  accident rate.  
number of accidents occurring w i t h i n  a segment of roadway and the 
t raf f ic  volume w i t h i n  t h a t  segment. 
accidents per mill ion vehicle miles (ACCiMVM). 

Accidents on segments o f  roadways are 
Accident rates are determined by the 

Accident rates are shown i n  

The accident rates i s  2.5 ACC/MVM. The l a tes t  average city-wide 
accident rate i s  4.6 ACC/MVtll. 

! 

SPEEDZ09/TXTW. 02M 
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SPEED ZONE REPORT - Eilers Lane 

O CONCLUSlON 

Eilers Lane Segment 

Woodhaven lane - Lower Sacramento Road 

Posted Speed Limit 

30 mph 

There are no changes from the existfng posted speed limit. 
recommended posted speed limits are based on the 85th percentile speds 
observed in the field. 
speed zopes due t o  unexpected conditions o r  accident records. 

The 

I t  i s  not recommended t o  further reduce the 

Jack L. Ronsko 
Public Works Director 

JLR/nl 
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August 1991 
SPEED ZONE REPORT - - Ham Lane 

' REFERENCE - Speed zcne surveys are performed i n  the City of Lodi 
following State of California Department o f  Transportation (Cal trans) 
guidelines in accordance w i t h  Section 40802( b )  of the California Vehicle 
Code. These guidelines are outlined i n  Chapter 8 o f  the Galtrans 
Traffic Manual. 

O STUDY 

Important factors  t o  consider i n  determining the speed limit which is  
most appropriate to fac i l i ta te  the orderly movement of  t raff ic and that 
i s  reasonably safe are prevai 1 i n g  speeds, unexpected conditions to 
drivers, and accident records. 

Prevail i n q  Speeds (85th Percentile Speeds) - Reasonable speed 1 imi ts  
rnnform to  the actual behavior o f  the majority of motorists, and by _ _  - - -- - 
measuring motorists' speeds, one will be-able t o  select a speed limit 
t h a t  i s  both reasonable and effective. 
established a t  the f i r s t  five mile per h o u r  increment below the 85th 
percentile speed. However, i n  matching existing conditions w i t h  the 
t raf f ic  safety needs of the comunity, engineering judgement may 
indicate the need for a further reduction of five miles per hour. 

Twelve radar surveys were performed and the 85th percentile ranged from 
36 to 43 mph as shown below: 

Street Segment Northbound South bound 

Harney Lane - Century Boulevard 38 mph 36 rnph 
Century Boulevard - Vine Street 39-41 mph 42-43 mph 
Vine Street - Turner Road 36-38 mph 38 mph 

Unexpected Conditions 

When roadside development results in t r a f f i c  conflicts and unusual 
conditions which are not readily apparent to  drivers, speed limits below 
the 85th percentile are warranted. 
considered: 
superelevation, shoulder conditicns, profile condition, intersection 
spacing and offsets, connnercial driveway characteristics, and pedestrian 
t raf f ic  in the roadway w i t h o u t  sidewalks. 

There are no unexpected conditions used to further reduce the speed 
limit. 

Speed limits should normally be 

The following factors were 
roadway design speed, safe stopping sight distance, 

SPEEDZ08/TXTW. 02M 
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SPEED ZORE REPORT - Ham Lane 
Page 2 

Accidents 

Accident records of  the two most recent years were considered in 
determining the speed zones. 
classified by their accident rate. 
number o f  accidents occurring w i t h i n  a segment o f  roadway and the 
t raf f ic  volume w i t h i n  t h a t  segment. 
accidents per million vehicle miles !ACC/MVM). 

The accident rates ranged from 1.9 to  6.3 ACC/MVM. 
city-wide accident ra te  i s  4.6 ACC/MVM. 

Accidents OR segments o f  roadways are 
Accident rates are determined by the 

Accident rates are shown in 

The l a tes t  average 

O CONCLUSION - The following posted speed limits are appropriate: 

Ham Lane Segment Posted Speed Limit 

Harney Lane - Century Boulevard 
Century Boulevard - Vine Street 
Vine Street - Turner Road 

35 mph 
40 mph 
35 mph 

There are no changes from the existing posted speed limit. 
recornended posted speed limits are based on the 85th percentile speeds 
observed i n  the f ield.  I t  is no t  recommended t o  further reduce the 
speed zones due to  unexpected conditions or accident records. 

The 

Jack L. Ronsko 
Public Works Director 

JLR/nl 
i 
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SPEED ZONE REPORT - Loma Drive 

,---. 

August 1991 

O REFERENCE - Speed zone surveys are performed in the City of todi 
following State of California Department of Transportation (Caltrans) 
guidelines in accordance with Section 40802(5) o f  the California Vehic:e 
Code. These guidelines are outlined in Chapter 8 o f  the Caltrans 
Traffic Manual. 

O STUDY 

Important factors to consider in deternining the speed limit which is 
most appropriate to facilitate the orderly iroveinent o f  traffic and that 
is reasonably safe are prevailing speeds, unexpected conditions to 
drivers, and accident records. 

Prevailing Speeds (85th Percentile Speeds) - Reasonable speed limits 
conform t.o the actual behavior of the majority o f  motorists, and bv 
measuring motorists’ speeds, one will be-ablb to select a speed likt 
that i s  both reasonable and efrective. 
established at the first five mile per hour increment below the 85th 
percentile speed. However, in matching existing conditions with the 
traffic safety needs of the community, engineering judgement may 
indicate the need for a further reduction of five miles per hour. 

Four radar surveys were performed between Elm Street and Turner Road and 
the 85th percentile ranged from 26 to 36 mph. 

Speed limits should normally be 

Unexpected Conditions 

When roadside development results in traffic conflicts and unusual 
conditions which are not readily apparent to drivers, speed limits below 
the 85th percentile are warranted. 
considered: 
superelevation, shoulder conditions, profile condition, intersection 
spacing and offsets, c m r c i a l  driveway characteristics, and pedestrian 
traffic in the roadway without sidewalks. 

The following factors were 
roadway design speed, safe stopping sight distance, 

ihere are no unexpected condit’ons used to further reduce the speed 
limit. 

Accidents 

Accident records of the two most recent years were considered in 
determining the speed zones. 
classified by their accident rate. 
number of accidents occurring within a segment of roadway and the 
traffic volume within that segment. 
accidents per million vehicle miles (ACC/MVM). 

The accident rate ranged from 10.0 to 12.7 ACC/MVM. 
city-wide accident rate is 4.6 ACC/MVM. 
reduce the 85th percentile speeds due to the higher than average 
accident rate. 

-- 
Accidents on segments of roadways are 

Accident rates are determined by the 

Accident rates are shown in 

The latest average 
It is recomended to further 

SPEEDZ lZ/TXTW. 02M 
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SPEED ZONE REPORT - Loma Drive 
Page 2 

O CONCL’ilSION - The following PO 

- Loma Street Segment 

Elm Street - Turner Raod 

There are no changes from the 

ted speed limit is  appropriate:  

Posted Speed Limit 

30 mph 

existing posted speed 1.imit. Based on the 
85th percentile speeds observed i n  the f ield and the higher t h a n  average 
accident rate, a 30 mph posted speed limit i s  appropriate. I t  i s  not  
recomended to  further reduce the speed limit due t o  unexpected 
condi t f  Jns. 

Jack L. Ronsko 
Pub1 ic  Works Director 

JLR/nl 
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August 1991 
SPEED ZONE REPORT - Stockton Street 

~ ._ 

a REFERENCE - Speed zone surveys are performed in the City of Lodi 
following State of California Department of Transportation (Cal trans) 
guidelines in accordance with Section 40802(b) of the California Vehicle 
Code. These guidelines are outlined in Chapter 8 of the Caltrans 
Traffic Manual. 

O STUDY 

Important factors t o  consider in determining the speed limit which is 
most appropriate t o  faci l i ta te  the orderly movement of traffic and :hat 
i s  reasonably safe are prevai 1 i n g  speeds, unexpected conditions t o  
drivers, and accident records. 

Prevai 1 ing Speeds [ 85th Percentile Speeds) - Reasonable speed 1 imi ts 
conform t o  the actual behavior of the majority of motorists, and by 
measuring motorists' speeds, one will be able t o  select a speed limit 
t h a t  is both reasonable and effective. 
established a t  the f i r s t  five mile per hour increment below the 85th 
percentile speed. However, in matching existing conditions w i t h  the 
traffic safety needs of the community, engineering judgement may 
indicate the need for a further reduction of five miles per hour. 

Fourteen radar  surveys were performed and the 85th percentile ranged 
from 29 t o  46 mph as shown below: 

Street Segment Northbound Southbound 

Kettleman Lane - Tokay Street 35-37 mph 37-39 mph 
29 rnph Tokay Street - tockeford Street 

Lockeford Street - Turner Road 39 mph 39 mph 

Speed limits should normally be 

Harney Lane - Kettleman Lane 45-46 rtph 44-45 n1ph 

29-30 mph 

Unexpected Ccnditions 

When roadside development results i n  t raff ic  conflicts and unusual 
conditions which are not readily apparent t o  drivers, speed limits below 
the 85th percentile are warranted. 
considered: 
superelevation, shoulder conditions, profile condition, intersection 
spacing and offsets, commercial driveway characteristics, and pedestrian 
traffic in the roadway w i t h o u t  sidewalks. 

The following factors were 
roadway design speed, safe stopping sight distance, 

There are no unexpected conditions used t o  further reduce the speed 
limit. 

SPEEDZIl/TXTW.OZH 

- - - .  



r- 

SPEED ZONE REPORT - Stockton Street 
?age 2 

Accidents 

Accident records of the two most recent years were considered i n  
determining the speed zones. 
classified by their accident rate. 
number of  accidents occurring w i t h i n  a segment of roadway and the 
t r a f f i c  volume within t h a t  segment. 
accidents per million vehicle miles (ACC/MVM). 

The accident rate ranged from 2.3 to 10.3 ACC/MVM. 
city-wide accident rate is  4.6 ACC/MVM. 

Accidents on segments of roadways are 
Accident rates are determined by the 

Accident rates are shown i n  

The l a tes t  average 

O CONCLUSION - The following posted speed limits are appropriate: 

Stockton Street Segment Posted Speed L i m i t  

Harney Lane - Kettleman Lane 
Kettleman Lane .- Tokay Street 
Tokay Street - Lockeford Street 
Lockeford Street - Turner Road 

45 mph 
35 mph 
30 mph 
35 mph 

There are no changes from the existing posted speed limit. 
recomended posted speed limits are based on the 85th percentile speeds 
observed i n  the field. 
speed zones due to  unexpected conditions or  accident records. 

The 

I t  is  not recomended to  further reduce the 

Jack L. Ronsko 
Pub1 ic  Works Director 

JLR/nl 
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RESOLUTION OF THE LODI CITY COUNCIL 
AMENDING TRAFFIC RESOLUTION 87-163, AND THEREBY APPROVJMG SPEED LIMITS ON 

KETTLEMAN LANE BETWEEN HIGHWAY 99 NORTHGOUND RAMPS AND EAST CITY LIMIT 

RESOLVED, t h a t  the City Council of the City o f  Lodi does hereby amend Tra f f i c  
Resolution No. 87-163, Section 7 - Speed Limits, t o  approve speed limits on 
Kettleman Lane between Highway 99 northbound ramps and East City Limits as  shown on 
Table 1, attached hereto. 

Dated: August 7, 1991 

I hereby c e r t i f y  t h a t  Resolution No. 91-146 was passed and adopted by the Lodi City 
Council i n  an adjourned regular  meeting held August 7, 1991 by the following vote: 

Ayes : 

Noes: Council Members - Nofie 

Absent: Council Mmbers - None 

Counci 1 Members - Pennino , P i  nkerton, Si egl  ock, 
Snider and Hinchman (Mayor) 

Alice b X -  M. Reimche @ 
City Clerk 

91-146 
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Street  - Segment 

Brandywi ne Drive 
Ham Lane-Hutchins S t ree t  

/- 

Table 1 

California S t ree t  
Oak Street-Lockeford S t ree t  
Lockeford Street-Turner Road 

Eilers Lane 
Woodhaven Lane-Lower Sacramento Road 

Ham Lane 
Harney Lane-Cen truy Boulevard 
Centruy Boulevard-Vine S t r ee t  
Vine Street-Turner Road 

Loma Drive 
E l m  Street-Turner Road 

Stockton St ree t  
Harney Lane-Kettleman Lane 
Kettleman Lane-Tokay S t r ee t  
Tokay S tree t-Locke f ord S t r ee t  
Lockeford Street-Turner Road 

RECOIdENDE" 

Posted Speed Limit 

35 mph 

25 rnph 
30 mph 

30 mph 

35 rnph 
40 nph 
35 mph 

30 mph 

45 mph 
35 mph 
30 rnph 
35 mph 

Kettleman lane 
Beckman Road-East City Limits 
Highway 99 Northbound Ramp t o  Beckman Road 

40 mph 
35 mph 

- : 
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